
PeopleLink’s UHF Wireless Mic with Handheld Mic
With PeopleLink UHF Free your mic from cables with the handheld dynamic microphone and wireless 

receiver, you'll have everything you need to bring pro-quality wireless audio transmission to your next 

project. Get the best of both worlds with a wireless system featuring a handheld microphone and a body 

pack lavalier. It is ideal for use in sound-reinforcement applications in medium-sized venues and houses of 

worship, as well as A/V installations in conference, educational, and corporate facilities.

PeopleLink UHF Wireless Mic with Handheld Mic
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UHF Receiver module specifications 

Audio output (Nominal) :
Balenced: 0 dbu

Unbalenced: -10 dbu

S/N Ratio   : 100db

Distortion : >90db

Power requirement : 240v AC 50Hz from AC adaptor(supplied along with)

Controls : On/off switch, Volume control for Channel A & B

Indications : LED’s for RF &  Audio signal  Channel frequency display

Product Specifications
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Part code

PeopleLink UHF Wireless Mic with one Lavalier/Headband and One Handheld Mic : PPL-UHF-WM-1LM-1HM

PeopleLink UHF Wireless Mic with Two Handheld Mics : PPL-UHF-WM-2HM

PeopleLink UHF Wireless Mic with Two Lavalier/Headband Mics : PPL-UHF-WM-2LM

PeopleLink UHF Wireless Mic

UHF Handheld Transmitter Specifications 
RF Output Power : 10mW (Max)

Carrier Frequency Range  : 600-699MHZ

Frequency Stability : +0.005%

Modulation Mode : FM

Microphone Element : Dynamic, Cardioid

Frequency Response : 50-15,000HZ

Power Requirement : 3V (2 × 1.5V AA Pencil Cells)

Current Consumption : < 150mA

Controls : POWER ON/OFF switch,

Indication : Channel Frequency Display

UHF Body Pack Transmitter Specifications 
RF Output Power : 10mW (Max)

Carrier Frequency Range  : 600-699MHZ

Frequency Stability : +0.005%

Modulation Mode : FM

Microphone Element : Condenser Mic

Frequency Response : 50-15,000HZ

Power Requirement : 3V (2 × 1.5V AA Pencil Cells)

Current Consumption : < 150mA

Controls : POWER ON/OFF switch, Volume control

Indication : Channel Frequency Display


